Gerdins leather punches
made from the highest
quality of Swedish steel. Leather Punches

Product catalog




Made in Sweden -

Thanks to the fact that our own production b
of cutting dies is located in the same building |
as our perforation tubes are manufactured
in, we possess a unique know-how and an
in-depth understanding of our customer's
wishes and requirements.

With direct sales to more than 60 countries around the world, and an
ability to reach even more countries thanks to our distributors, we are
proud to be able to say that we market the most widely available
perforation tube in the world.
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Gerdins Performance Leather
Gerdins Leather Vicop

Environment and Sustainability
Quality and Certification
Increased competitiveness
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High quality leather punches made in Sweden

Gerdins Performance Leather

Gerdins leather perforation tubes are made from top-quality steel and
provide the customer with great flexibility in terms of quantity and tube
design. We have 50 years' experience in manufacturing leather perforation
tubes, and we are able to offer prompt deliveries of standard products from a

stock which comprises more than 2.500 different varieties of perforation tubes.

Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com
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Single Edge Backclearing

Tube height 9,7 mm

Gerdins Performance Leather

Single Edgde Backclearing

Tube height 12,7 mm

Tube height 19 mm*

Tube height 32 mm*

Outer dia Edge dia Art.no Outer dia Edge dia Art.no Outer dia Edge dia Art.no Outer dia Edge dia Art.no
1.5 0,6 497R011 1.5 0,6 412R011

1.75 0,7 497R021 1.75 0,7 412R021

2,0 0,8 497R031 2,0 038 412R031 2,0 0,8 419R031

225 09 497R041 225 09 412R041 225 09 419R041

25 1,0 497R051 25 1,0 412R051 25 1,0 419R051

25 1.2 497R061 25 12 412R061 25 1.2 419R061

275 14 497R071 275 14 412R071 275 14 419R071

3 1,6 497R081 3 1.6 412R081 3 1,6 419R081

32 18 497R091 32 18 412R091 3.2 18 419R091

3.6 2,0 497R101 36 2,0 412R101 3.6 2,0 419R101 4,5 2 432R101
3.75 2,2 497R111 3.75 2,2 412R111 3.75 22 419R111 4,5 2,2 432R111
4 2,4 497R121 4 24 412R121 4 24 419R121 4,5 24 432R121
4.25 2,6 497R131 4.25 2,6 412R131 4.25 2,6 419R131 4,5 2,6 432R131
4.5 2,8 497R141 4.5 28 412R141 4.5 28 419R141 4,75 2,8 432R141
4.75 3,0 497R151 4.75 3,0 412R151 4.75 30 419R151 5,0 3 432R151
5 32 497R161 5 32 412R161 5 32 419R161 5,0 32 432R161
55 35 497R171 55 35 412R171 5.5 35 419R171 55 35 432R171
6 3,8 497R181 6 3,8 412R181 6 38 419R181 6,0 38 432R181
6.5 41 497R191 6.5 41 412R191 6.5 41 419R191 6,5 4,1 432R191
7 4,5 497R201 7 4,5 412R201 7 4,5 419R201 7,0 4,5 432R201
7.5 5,0 497R211 7.5 5,0 412R211 7.5 5,0 419R211 7,5 5 432R211
8 55 497R221 8 55 412R221 8 55 419R221 8,0 55 432R221
9 6,0 497R231 9 6,0 412R231 9 6,0 419R231 9,0 6 432R231
9.5 6,5 497R241 9.5 6,5 412R241 9.5 6,5 419R241 9,5 6,5 432R241
10 7,0 497R251 10 70 412R251 10 7,0 419R251 10,0 7 432R251
10.5 7.5 497R261 10.5 75 412R261 10.5 7,5 419R261 10,5 7,5 432R261
11 8,0 497R271 11 8,0 412R271 1" 8,0 419R271 11,0 8 432R271
12 9,0 497R281 12 9,0 412R281 12 9,0 419R281 12,0 9 432R281
13 10,0 497R291 13 10,0 412R291 13 10,0 419R291 13,0 10 432R291

* Also available in Dia 11-40 mm. Sizes >25 mm made to order ** Also available in Dia 11-50 mm Sizes > 40 mm made to order

Place an order - We will help you from making the constructions to fabrication.

Phone: +46 613-21000 E-mail: export@gerdins.com




Gerdins Performance Leather

Single Edge Sideejection edge

Outside Edge Art.no Outside Edge Art.no

CEN 2,0 08 419R032

U 225 09 419R042

GEN 2,5 1,0 419R052

R6 [PH] 1,2 419R062 35 1,2 432R062
R7 [PRE 14 419R072 375 1,4 432R072
Re [EN 1,6 419R082 4,0 16 432R082
Ro [EM 18 419R092 4,25 18 432R092
R10 &N 2,0 419R102 45 2,0 432R102
R11 BN 22 419R112 45 22 432R112
R12 [N 24 419R122 45 24 432R122
GIEN 425 26 419R132 45 26 432R132
R14 [N 2,8 419R142 4,75 2,8 432R142
R15 KNS 3,0 419R152 5,0 3,0 432R152
R16 Y 32 419R162 5,0 32 432R162
rR17 35 419R172 55 35 432R172
R18 Y 38 419R182 6,0 38 432R182
rR19 KH 4,1 419R192 65 41 432R192
R20 [ 45 419R202 7,0 45 432R202
rR21 A 50 419R212 75 5,0 432R212
R22 8,0 55 432R222
R23 9,0 6,0 432R232
R24 95 6,5 432R242
R25 10,0 7,0 432R252
R26 10,5 75 432R262

Single Edge Sideejection edge

R27 11,0 8,0 432R272
R28 12,0 20 432R282
R29 13,0 10,0 432R292

6 Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com



Gerdins Performance Leather

Single edge Sideejection rear

Tube height 19 mm Tube height 32 mm

Outside Edge Art.no Outside Edge Art.no

Re [N 1,2 419R063

R7 [BRE 14 419R073

rRs [EN 16 419R083

Ro [EM] 18 419R093
. rR10 JENY 20 419R103 45 2,0 432R103
R11 JERS 22 419R113 4,5 22 432R113
R12 [N 24 419R123 4,5 24 432R123
R13 [EPH 26 419R133 45 26 432R133
R14 N 28 419R143 4,75 28 432R143
R15 KNS 30 419R153 5,0 30 432R153
R16 Y 32 419R163 50 32 432R163
R17 BN 35 419R173 55 35 432R173
b R18 Y 38 419R183 6,0 38 432R183
P "ﬁ ; R19 N 41 419R193 65 41 432R193
bt R20 [ 45 419R203 7.0 45 432R203
| R21 A 50 419R213 75 50 432R213
R22 [ 55 419R223 8,0 55 432R223
R23 [ 6 419R233 9,0 6,0 432R233
R24 N 65 419R243 9,5 65 432R243
R25 10,0 7,0 432R253
R26 105 75 432R263

Single edge Sideejection rear

R27 11,0 8,0 432R273
R28 12,0 920 432R283
R29 13,0 10,0 432R293

Place an order

We will help you from making

the constructions to fabrication

Phone: +46 613-210 00
export@gerdins.com

Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com 7



Gerdins Performance Leather

Double edge

Tube height 19 mm

Outside Edge Art.no
R3 2,0 08 419R034
LA 2.25 09 419R044
R5 25 1,0 419R054
R6 25 1.2 419R064
R7 RS 14 419R074
R8 [ 1,6 419R084
R9 3.2 1.8 419R094
Y[ 3.6 2,0 419R104
YN 3.75 2,2 419R114
R12 i 24 419R124
R13 ¥R 2,6 419R134
LY 4.5 2,8 419R144
LYEW 4,75 30 419R154
R16 B 32 419R164
R17 N 35 419R174
R18 N9 38 419R184
Double edge R19 B 41 419R194
R20 mw4 4,5 419R204
R21 A 50 419R214

8 Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com



Shoulder

Gerdins Performance Leather

Tube height 15,5 mm*

R3
R4
R5

|I| Ré

R7

R8

R9

R10

R11

R12

R13

R14
R15
R16
R17
R18

Shoulder R19

R20

Edge Art.no

0,38 415R031
09 415R041
1,0 415R051
1.2 415R061
14 415R071
1,6 415R081
1.8 415R091
2,0 415R101
2,2 415R111
2,4 415R121
26 415R131
2,8 415R141
3,0 415R151
32 415R161
35 415R171
38 415R181
41 415R191
4,5 415R201

* Also available in 16 mm as special

Place an order - We will help you from making the constructions to fabrication.

Phone: +46 613-21000 E-mail: export@gerdins.com
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Gerdins Performance Leather

Crewe punch

Crewe punch

Length Width Art.no Length Width Art.no

8 24 419089 8 24 432089
10 26 419109 10 2,6 432109
12 28 419129 12 28 432129
14 30 419149 14 30 432149
16 32 419169 16 32 432169
18 34 419189 18 34 432189
20 3,6 419209 20 3,6 432209
22 38 419229 22 38 432229
24 4,0 419249 24 4,0 432249
26 4,2 419269 26 4,2 432269
28 4.4 419289 28 4,4 432289
30 4,6 419309 30 4,6 432309

Place an order

We will help you from making

the constructions to fabrication

Phone: +46 613-210 00
E-mail: export@gerdins.com

Place an order - We will help you from making the constructions to fabrication.

Phone: +46 613-21000 E-mail: export@gerdins.com




Gerdins Performance Leather

Pattern prickers

Standard Sharp Flat Type-2
— Single edge Single edge Single edge
Sin g leed ge Height o Ext Art.no Height o Ext Art.no Height o Ext Art.no

18 3 418520 19 3 419540 18 3 418530-T2

Height o Ext Art.no
19 3 419520 19 3 419530-T2

18 3 418530

19 3 419530

32 3 432530 - ‘i

50 4 450530-C

. Double edge Double edge
*50 mm only Single edge 9 9
Height o Ext Art.no Height o Ext Art.no
I - 18 3 418D20 19 3 419D40
) 19 3 419D20-1F
Double edge \i’ ¢

Height o Ext Art.no

18 3 418D30

19 3 419D30-1F Height o Ext Art.no Height o Ext Art.no

32 3 432D30 19 3 419D20-2F 19 3 419D40-2F

Coned
Height o Ext Art.no Height o Ext Art.no
19 3 419D30-2F 32 3 432520-C

Coned
Height o Ext Art.no Height o Ext Art.no
18 3 418530-C 32 3 432540-C
40 3 440530-C

Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com 11



Quality leather punches made in Sweden

Gerdins Vicop Leather

In 2001 we purchased machinery from Greece which we use for manufactur-

ing a part of our Vicop range. Since then, these machines have been converted
and modified for producing perforation tubes and pattern prickers of the high
quality we know our customers demand. Vicop is now a brand which can be

found all over the world.

Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com




Gerdins Vicop Leather

Single Edge Backclearing

IR

Single Edgde Backclearing

Tube height 9,7 mm Tube height 12,7 mm Tube height 19 mm* Tube height 32 mm**

Outer dia Edge dia Art.no Outer dia Edge dia Art.no Outer dia Edge dia Art.no Outer dia Edge dia Art.no
2,0 0,6 4V97R011 2,0 0,6 4V12R011
2,0 0,7 4V97R021 2,0 0,7 4V12R021 2,0 0,7 4V19R021
2,0 08 4V97R031 2,0 038 4V12R031 20 0,38 4V19R031
2,25 09 4V97R041 2,25 0,9 4V12R041 2,25 0,9 4V19R041
25 1,0 4V97R051 25 1,0 4V12R051 2,5 1,0 4V19R051 25 1,0 4V32R051
2,5 1.2 4V97R061 25 1,2 4V12R061 2,5 12 4V19R061 25 1.2 4V32R061
2,75 1.4 4V97R071 2,75 14 4V12R071 2,8 1.4 4V19R071 2,75 14 4V32R071
3,0 1,6 4V97R081 3,0 1,6 4V12R081 3,0 1,6 4V19R081 3,0 1,6 4V32R081
32 1.8 4V97R091 32 18 4V12R091 32 18 4V19R091 32 18 4V32R091
3,6 20 4V97R101 3,6 2,0 4V12R101 3,6 2,0 4V19R101 3,6 2,0 4V32R101
3,75 2,2 4V97R111 3,75 2,2 4V12R111 3,75 2,2 4V19R111 3,75 2,2 4V32R111
4,0 24 4V97R121 4,0 2,4 4V12R121 4,0 24 4V19R121 4,0 24 4V32R121
4,25 2,6 4V97R131 4,25 26 4V12R131 4,25 26 4V19R131 4,25 2,6 4V32R131
‘ 4,5 2,8 4V97R141 4,5 28 4V12R141 4,5 28 4V19R141 4,5 2,8 4V32R141
4,75 30 4V97R151 4,75 3,0 4V12R151 4,75 30 4V19R151 4,75 30 4V32R151
5,0 32 4V97R161 50 32 4V12R161 50 32 4V19R161 5,0 32 4V32R161
55 35 4V97R171 55 35 4V12R171 55 35 4V19R171 55 35 4V32R171
6,0 38 4V97R181 6,0 38 4V12R181 6,0 38 4V19R181 6,0 38 4V32R181
6,0 4,0 4V97R191 6,0 4,0 4V12R191 6,0 4,0 4V19R191 6,0 4,0 4V32R191

* Also available in Dia 11-40 mm. Sizes >25 mm made to order  ** Also available in Dia 11-50 mm Sizes > 40 mm made to order

Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com 13



Gerdins Vicop Leather

Single and double edge side eject & bowl

| 16

Single edge (SE)

Double edge (DE)

SE - Height 19 mm DE ht 32 mm
Outside Edge Art.no Outside Edge Art.no
2,0 08 4V19R032 2,0 0,8 4V32R034
2,25 0,9 4V19R042 2,25 09 4V19R042
25 1,0 4V19R052 2,5 1,0 4V19R052
25 1.2 4V19R062 2,5 1.2 4V32R062
2,75 14 4V19R072 2,75 14 4V32R072
30 1.6 4V19R082 3,0 1,6 4V32R082
32 1.8 4V19R092 32 18 4V32R092
3,6 2,0 4V19R102 3,6 2,0 4V32R102
3,75 2,2 4V19R112 3,75 2,2 4V32R112
4,0 24 4V19R122 4,0 2,4 4V32R122
4,25 2,6 4V19R132 4,25 2,6 4V32R132
4,5 2,8 4V19R142 4,5 2,8 4V32R142
4,75 3,0 4V19R152 4,75 30 4V32R152
50 32 4V19R162 5,0 32 4V32R162
55 35 4V19R172 55 35 4V32R172
6,0 3,8 4V19R182 6,0 38 4V32R182
6,0 4,0 4V19R192 6,0 4,0 4V32R192

Standard heights:
19 mm and 32 mm

14

Standard sizes:

R2-R19. >R19 are available in Gerdins range.

Place an order - We will help you from making the constructions to fabrication.

Single bowl

Single bowl 19 mm

Double bowl

Double bowl 19 mm

Outside | Edge Art.no Outside | Edge Art.no

R1 2,0 0,6 4V19RO1SP R1 2,0 0,6 4V19R01DP
2,0 0,7 4V19R02SP 2,0 0,7 4V19R02DP
2,0 0,8 4V19R03SP 2,0 0,8 4V19R03DP
2,25 09 4V19R04SP 2,25 0,9 4V19R04DP
25 1,0 4V19RO5SP 25 1.0 4V19R05DP
25 1.2 4V19R06SP 25 12 4V19R06DP

Single bowl 32 mm

Double bowl 32 mm

Outside Art.no Outside Art.no
2,0 06 4V32R01SP 2,0 0,6 4V32R01DP
2,0 0,7 4V32R02SP 2,0 07 4V32R02DP
2,0 08 4V32R03SP 2,0 08 4V32R03DP
2,25 09 4V32R04SP 2,25 09 4V32R04DP
25 1,0 4V32R05SP 25 1,0 4V32R05DP
25 12 4V32R06SP 25 1.2 4V32R06DP
Standard heights: Standard sizes:
19 mm and 32 mm R1-R6

Phone: +46 613-21000 E-mail: export@gerdins.com




Gerdins Vicop Leather

Pattern prickers

Standard Sharp Flat Blunt Fixing pins

e — o — e e e

Single edge Single edge Single edge Single edge Single edge
Size Art.no Size Art.no Size Art.no Size Art.no Size Art.no
19x2,5mm 4V1925530 19x2,5mm 4V1925520 18x2,5mm 4V1825550 18,5x2,5mm | 4V18525540 16x2,5mm 416
19x3,0mm 4V193530 19x3,0mm 4V193520 18x3,0 mm 4V183S50 18,5x3,0mm | 4V1853540
32x2,5mm 4V3225530 32x2,5mm 4V3225520 31x2,5mm 4V3125S50
32x3,0mm 4V323S30 32x3,0mm 4V323S20 31x3,0mm 4V313S50

R — R ——

Single edge 2 bevel Single edge 2 bevel
Size Art.no Size Art.no
19x2,5mm 4V1925530-2F 19x2,5mm 4V1925520-2F
19x3,0mm 4V193530-2F 19x3,0mm 4V193520-2F

e — o — e — P————_

Double edge Double edge Double edge Double edge
Size Art.no Size Art.no Size Art.no Size Art.no
19x2,5mm 4V1925D30 19x2,5mm 4V1925D20 18x2,5mm 4V1825D50 123x25mm | 4V12
19x3,0mm 4V193D30 19x3,0mm 4V193D20 18 x 3,0 mm 4V183D50 13x2,5mm 4V13
32x25mm 4V3225D30 32x25mm 4V3225D20 31x25mm 4V3125D50 18x2,5mm 4V18
32x3,0mm 4V323D30 32x3,0mm 4V323D20 31x3,0mm 4V313D50

e < R —

Double edge 2 bevel Double edge 2 bevel
Size Art.no Size Art.no
19x2,5mm 4V1925D30-2F 19x2,5mm 4V1925D20-2F
19x3,0mm 4V193D30-2F 19x3,0mm 4V193D20-2F
——————
Long cone
Size Art.no

32x25mm 4V3225530-A

32x3mm 4V323530-B

Place an order - We will help you from making the constructions to fabrication. Phone: +46 613-21000 E-mail: export@gerdins.com 15



QUALITY
EFFICIENCY
DEDICATION
RELIABILITY
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Environment and
sustainability

Environmental care is a core value within Gerdins Group.
It is characterized by the efficient use of resources, a
comprehensive view and continuous improvement. There
through, shall the Group’s businesses gain competitive
advantage and contribute to sustainable development.

Resource utilization means that the use of energy and
raw materials are minimized.

A comprehensive view means that environmental work must
be integrated into all activities. This will be continuously im-
proved, through participation of our employees, and
through well formulated and clearly defined objectives.

Technology development includes: prioritizing transporta-
tion with low environmental impact, to continually reduce
fuel consumption, noise and climate impact and to minimize
the use of environmentally harmful materials.

Quality

The objectives in Gerdins Cutting Technology is to meet our
customer’s needs and to deliver goods, products and
services that meet customer expectations and requirements.
A common goal for our companies is to produce and sell
products and services in accordance with the sustainable
development of our environment.

We are certified according to ISO 9001 and ISO 14001.




We deliver to 65 different
countries with a total of

300 active customer
b l .
f \ '

|

Increased competitiveness

Gerdins has chosen to be the best in system assembly, mechanical manufacturing
and die cutting solutions. We believe in a strong partnership with our customers
that both adds and releases energy, good ideas and a rational approach.



MADE IN SWEDEN

Geretint.

Gerdins Cutting Technology AB Kustvagen 8, SE-870 31 Mjallom, Sweden

www.gerdins.com



